
Add a Touch of Style to Your Venue
with the Iconic British Brand



OUR CLIENTs

GPO proudly supplies a wide range of retro-inspired telecoms solutions to leading names
in the global hotel and hospitality industry. Our products are trusted by prestigious hotel
groups and boutique venues alike, chosen for their unique blend of classic design and modern
functionality. With a reputation for quality, reliability and timeless style, GPO phones can be
found enhancing guest experiences in hotels across the world



Our hotel range offers phones with an iconic retro design, available in analogue or SIP/VoIP
versions, to meet the needs of all establishments, regardless of their telephony system.

Combining classic elegance with modern functionality, our models are designed to blend
harmoniously into guest rooms, receptions and common areas. 

Easy to configure and compatible with all major PBX systems, they offer a reliable, intuitive
and aesthetically pleasing user experience.

Hospitality range
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Customisable centre circle

Customisable colour
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Bespoke design

At GPO RETRO, every telephone is conceived as an extension of your establishment: we create
telephones that are functional, aesthetically pleasing and adapted to the requirements of the
hospitality sector.

Our range includes both standard, ready-to-use models and fully customisable phones for
establishments wishing to reflect their identity down to the smallest detail.

Logo in the centre of the dial, customised colour, programmed buttons for reception or internal
services: every element can be thought out with you to create a solution that fits perfectly into your
world.
Whatever your choice, minimalist or customised, you benefit from a device designed to adapt to your
environment, combining design and performance to enhance the customer experience.

In short, we help you extend your style down to the smallest detail for a consistent, harmonious
customer experience, from reception to bedroom.
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The elegance of retro,
powered by the

technology of tomorrow.

“
”
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Built-in technology

Retro phones, modern technology, worldwide compatibility.

Our SIP phones work anywhere in the world, and fit perfectly into hotel rooms,
lobbies or offices.

The GPO RETRO SIP / VOIP range combines vintage style and modern performance,
while being fully compatible with hotel telephone systems. We can also include a
speed dial for added convenience.

To ensure the security of your guests and your infrastructure, our phones benefit
from remote firmware updates and secure access via Web authentication for
configuration.
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SIP / VOIP Phones
The benefits:

Updating firmware via the Web to keep your facility's phone system up to date is simple and straightforward.

Automatic provisioning thanks to the user-friendly interface.
Adding new phones to your network is quick and easy.

Compliance with international safety and operating regulations:
USA FCC Part 15B;
EN 55032, EN 60950-1;
EN 55024, EN 61000-3-2;
Directive 2002/95/EC RoHS;

Compatibility of GPO IP phones with the leading IP-PBXs in the hospitality sector.

Immediate installation thanks to the included RJ45 WAN connection cable. 
Colours available according to model or other colours on request.
Options to complement the decor of your rooms or reception area.

All SIP phones will soon be available in Wi-Fi version
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Technical specifications:

Dimensions: W 21.5cm x D 16.0cm X H 14.5cm
Jacks: 10/100 RJ45 WAN, RJ9 Handset
Easy: GUI
Administration: Web Speed dial setting for m1-m6
Firmware update via Web
Automatic provisioning
Automatic IP address announcement from handset
Codec: G.711 a/u-low/G.723/G.729
Network protocol: Telnet / http server / DNS client
PPPoE / Static / DHCP client IP allocation.
ToS field / VLAN IEEE 802. 1 p/q
SIP: SIP V1 (RFC2543) SIP V2 (RFC3261)
Security: Web Login authentication for Web configuration
MD5 for SIP authentication (RFC2069/ RFC2617)
Voice quality: CNG Comfortable Noise Generator
LEC Line Echo Canceller: Jitter Buffer
VAD Voice Activity Detection : Packet Loss Compression

EMI USA: FCC Part 15B,D ICES-003 EU: EN 55022
EMC EU: EN 55024, EN 61000-4-4, EN 61000-3-2, IEC 61000-4-5
EN 61000-3-3, IEC 61000-4-6, EN 61000-4-2, IEC 61000-4-11
RoHS: complies with directive 2002/95/ EC RoHS (2005/613/EC)

746 Push Button SIP

Available in ivory, red and black.*
*Other colours available on request

9



Technical specifications:

Dimensions: W 16 cm x D 16.5cm X H 22.5cm
Jacks: 10/100 RJ45 WAN, RJ9 Handset
Easy: GUI
Administration: Web Based speed-dial key setting for m1-m6
Firmware Upgrade via Web
Auto Provisioning
IP Address auto announcement from Handset
Codec: G.711a/u-low/G.723/G.729
Network Protocol: Telnet / http Server / DNS Client
PPPoE / Static / DHCP Client IP assignment.
ToS field / VLAN IEEE 802.1 p/q
SIP: SIP V1 (RFC2543) SIP V2 (RFC3261)
Security: Web Login authentication for web setup
MD5 for SIP authentication (RFC2069/ RFC2617)
Voice Quality: CNG Comfortable Noise Generator
LEC Line Echo Canceller: Jitter Buffer
VAD Voice Activity Detection: Packet Loss Compression

EMI USA: FCC Part 15B,D ICES-003 EU: EN 55022
EMC EU: EN 55024, EN 61000-4-4, EN 61000-3-2, IEC 61000-4-5
EN 61000-3-3, IEC 61000-4-6, EN 61000-4-2, IEC 61000-4-11
RoHS: Comply with directive 2002/95/ EC RoHS (2005/613/EC)

Carrington SIP

*Other colours available on request

Available in black.*
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Technical specifications:

Dimensions: W 23.0cm x D 16.5cm X H 18.5cm
Jacks: 10/100 RJ45 WAN, RJ9 Handset
Easy: GUI
Administration: Web Based speed-dial key setting for m1-m6
Firmware Upgrade via Web
Auto Provisioning
IP Address auto announcement from Handset
Codec: G.711a/u-low/G.723/G.729
Network Protocol: Telnet / http Server / DNS Client
PPPoE / Static / DHCP Client IP assignment.
ToS field / VLAN IEEE 802.1 p/q
SIP: SIP V1 (RFC2543) SIP V2 (RFC3261)
Security: Web Login authentication for web setup
MD5 for SIP authentication (RFC2069/ RFC2617)
Voice Quality: CNG Comfortable Noise Generator
LEC Line Echo Canceller: Jitter Buffer
VAD Voice Activity Detection: Packet Loss Compression

EMI USA: FCC Part 15B,D ICES-003 EU: EN 55022
EMC EU: EN 55024, EN 61000-4-4, EN 61000-3-2, IEC 61000-4-5
EN 61000-3-3, IEC 61000-4-6, EN 61000-4-2, IEC 61000-4-11
RoHS: Comply with directive 2002/95/ EC RoHS (2005/613/EC)

Duke SIP

Available in black.*

*Other colours available on request
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GPO 200 SIP

Technical specifications:

Dimensions: W 23.0cm x D 16.5cm X H 18.5cm
Jacks: 10/100 RJ45 WAN, RJ9 Handset
Easy: GUI
Administration: Web Based speed-dial key setting for m1-m6
Firmware Upgrade via Web
Auto Provisioning
IP Address auto announcement from Handset
Codec: G.711a/u-low/G.723/G.729
Network Protocol: Telnet / http Server / DNS Client
PPPoE / Static / DHCP Client IP assignment.
ToS field / VLAN IEEE 802.1 p/q
SIP: SIP V1 (RFC2543) SIP V2 (RFC3261)
Security: Web Login authentication for web setup
MD5 for SIP authentication (RFC2069/ RFC2617)
Voice Quality: CNG Comfortable Noise Generator
LEC Line Echo Canceller: Jitter Buffer
VAD Voice Activity Detection: Packet Loss Compression

EMI USA: FCC Part 15B,D ICES-003 EU: EN 55022
EMC EU: EN 55024, EN 61000-4-4, EN 61000-3-2, IEC 61000-4-5
EN 61000-3-3, IEC 61000-4-6, EN 61000-4-2, IEC 61000-4-11
RoHS: Comply with directive 2002/95/ EC RoHS (2005/613/EC)

Available in Red and black.*

*Other colours available on request
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Technical specifications:

Dimensions: W 14.5cm x D 8.5cm X H 24.0cm
Jacks: 10/100 RJ45 WAN, RJ9 Handset
Easy: GUI
Administration: Web Based speed-dial key setting for m1-m6
Firmware Upgrade via Web
Auto Provisioning
IP Address auto announcement from Handset
Codec: G.711a/u-low/G.723/G.729
Network Protocol: Telnet / http Server / DNS Client
PPPoE / Static / DHCP Client IP assignment.
ToS field / VLAN IEEE 802.1 p/q
SIP: SIP V1 (RFC2543) SIP V2 (RFC3261)
Security: Web Login authentication for web setup
MD5 for SIP authentication (RFC2069/ RFC2617)
Voice Quality: CNG Comfortable Noise Generator
LEC Line Echo Canceller: Jitter Buffer
VAD Voice Activity Detection: Packet Loss Compression

EMI USA: FCC Part 15B,D ICES-003 EU: EN 55022
EMC EU: EN 55024, EN 61000-4-4, EN 61000-3-2, IEC 61000-4-5
EN 61000-3-3, IEC 61000-4-6, EN 61000-4-2, IEC 61000-4-11
RoHS: Comply with directive 2002/95/ EC RoHS (2005/613/EC)

746 Wall Phone SIP

Available in ivory, red and black.*

*Other colours available on request
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